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Technical Data Sheet  

Solventborne degreaser 

Donglai Coating Technology(Shanghai)Co.,Ltd. 
01.03.2014 

FOR PROFESSIONAL USE ONLY 

Description 

1 / 1 

Before using degreaser 

To wash the car or surface of the body panel under treatment and remove all the water-soluble contaminants. 

Cleaning skill  

Wet a clean cloth with degreaser and clean the surface and then wipe the surface thoroughly dry with high quality 

absorbent cloths. Always use two cloths, as one cloth will merely shift rather remove dirt and grease. Do not allow the 

degreaser to evaporate on the surface. Wipe the surface thoroughly dry before the degreaser evaporates. 

Attention of degreaser  

The degreased surface must not be touched with bare hand avoiding moisture, salts and oils pollute the surface again 

which may cause blistering problem. If degreased surface had been touch by bared hands, degrease it again. 

Use suitable respiratory protection onwings recommends the use of a fresh air supply respirator. 

Product storage 

Product shelf-life is 2 years when products are stored unopened at 20°C. Avoid extreme temperature fluctuation. 

Donglai Coating Technology(Shanghai)Co.,Ltd. 

Address: No.1221. Xinhe Road,Jiading North Industrial Area, Shanghai, China  Code :201807 

Tel: +86-021-39538596 

A828 is a solvent based surface cleaner to remove contamination from bare metal, preparatory product prior to any 

preparation step or paint application. 


